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1
MULTI-RECEIVING TERMINAL ECHO
CANCELLATION METHOD AND SYSTEM

TECHNICAL FIELD

The present invention relates to the field of voice commu-
nication technologies, and more particularly, to a multi-re-
ceiving terminal echo cancellation method and a multi-re-
ceiving terminal echo cancellation system.

DESCRIPTION OF THE RELATED ART

In voice communication, a receiving terminal signal is
mixed into a sending terminal signal through line reflection
and acoustic reflection and is fed to a remote end so that
echoes can be heard at the remote end. The echoes cause great
interference to both communicating parties, affect the voice
quality and, if serious, even lead to a howling, which not only
makes the conversation completely impossible but may also
damage communication apparatuses.

In order to ensure the voice quality and the safety of the
apparatuses, generally adaptive echo cancellation technolo-
gies are adopted to cancel the echoes in the voice communi-
cation. An appropriate echo filter is searched adaptively, and
an echo signal is calculated so as to be cancelled from the
sending terminal signal, thereby preventing the echoes from
interfering with the voice communication.

The conventional single-channel echo cancellation tech-
nology applies to situations of a single receiving terminal.
However, stereo voice communication and even voice com-
munication of more receiving terminals have occurred own-
ing to the development of the communication technologies in
recent years, so a suitable multi-channel echo cancellation
technology is needed. Each receiving channel corresponds to
one echo canceller. An echo corresponding to the receiving
terminal signal in that channel is calculated and cancelled
from the sending terminal signal. A plurality of echo cancel-
lers operate in cooperation to cancel the echoes caused by a
plurality of receiving terminals.

Multi-receiving terminal echo cancellation is difficult in
that receiving terminal signals in a plurality of channels are
not independent from each other but are correlated; and the
searching for an echo canceller corresponding to a certain
channel receiving terminal signal is subjected to interference
of other receiving terminal signals, so the searching speed is
low and timely tracking cannot be achieved when the echo
environment is changed. Therefore, eliminating the correla-
tion between the original receiving terminal signals is crucial
to improve the multi-channel echo cancellation performance.

The existing technologies for eliminating the correlation
between receiving terminal signals in a plurality of channels
mostly adopt the pre-distortion approach. In this approach,
some distortion signals are added in the receiving terminal
signals to reduce the correlation between the receiving termi-
nal signals and the interference between the echo cancellers.
This requires providing additional pre-distortion hardware
and lines at the receiving terminals, and also reduces the
quality and the auditory impression of the received sound. In
particular, when a high similarity exists between the original
receiving terminal signals, more pre-distortion is required,
which will significantly reduce the sound quality of the
receiving terminal signals when being replayed.

In order to protect the replayed tone quality of the receiving
terminals from being affected, it is required to carry out
distortionless decorrelation on the receiving terminal signals.
However, the existing distortionless decorrelation technolo-
gies are only to perform a simple sum/difference operation on
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2

receiving terminal signals in two channels to form new
receiving terminal signals with a reduced correlation therebe-
tween. This is suitable for the stable and invariable stereo
voice communication which is used for a simple environ-
ment, but is unsuitable for use in situations of a variable
correlation and cannot support situations in which two or
more receiving terminal channels are correlated.

BRIEF SUMMARY OF THE INVENTION

The present invention provides a multi-receiving terminal
echo cancellation method and a multi-receiving terminal
echo cancellation system. The technical solutions of the
present invention can effectively cancel echoes caused by two
or more receiving terminals from a sending terminal signal
without affecting the replayed tone quality of the receiving
terminals, and are suitable for use in situations in which the
correlation between a plurality of receiving terminal signals is
variable.

To achieve the aforesaid objective, the technical solutions
of the present invention are achieved in the following way.

The present invention discloses a multi-receiving terminal
echo cancellation method suitable for use ina communication
apparatus comprising M receiving terminals. M is a natural
number greater than or equal to 2. The method comprises

performing echo filtering on receiving terminal signals in
M channels by means of echo filters to obtain filtered receiv-
ing terminal signals in M channels, and subtracting the fil-
tered receiving terminal signals in M channels from a sending
terminal signal to obtain a system output signal in which
receiving terminal echoes have been cancelled; and

buffering the receiving terminal signals in M channels by
means of buffers at the same time, calculating a decorrelation
matrix according to each of the receiving terminal signals in
M channels that are buffered within a preset length, decom-
posing the buffered receiving terminal signals in M channels
into decorrelated receiving terminal signals in M channels by
means of the decorrelation matrix, and calculating update
amounts of the echo filters according to the decorrelation
matrix, the decorrelated receiving terminal signals in M chan-
nels and the system output signal that is fed back.

The present invention further discloses a multi-receiving
terminal echo cancellation system, the system comprising an
echo filtering unit and a filtering control unit, wherein

the echo filtering unit is configured to receive a sending
terminal signal and receiving terminal signals in M channels,
perform echo filtering on the receiving terminal signals in M
channels under the control of update amounts outputted by
the filtering control unit to obtain filtered receiving terminal
signals in M channels, and subtract the filtered receiving
terminal signals in M channels from the sending terminal
signal to obtain a system output signal in which receiving
terminal echoes have been cancelled; and

the filtering control unit is configured to buffer the receiv-
ing terminal signals in M channels, calculate a decorrelation
matrix according to each of the receiving terminal signals in
M channels that are buffered within a preset length, decom-
pose the buffered receiving terminal signals in M channels
into decorrelated receiving terminal signals in M channels by
means of the decorrelation matrix, calculate the update
amounts of echo filters in the echo filtering unit according to
the decorrelation matrix, the decorrelated receiving terminal
signals in M channels and the system output signal fed back
from the echo filtering unit, and output the update amounts to
the echo filtering unit.

The embodiments of the present invention achieve the fol-
lowing benefits: by performing echo filtering on receiving
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terminal signals in M channels by means of echo filters to
obtain filtered receiving terminal signals in M channels and
subtracting the filtered receiving terminal signals in M chan-
nels from a sending terminal signal to obtain a system output
signal in which receiving terminal echoes have been can-
celled, the present invention can effectively cancel echoes
caused by two or more receiving terminals from the sending
terminal signal; at the same time, by calculating a decorrela-
tion matrix according to the receiving terminal signals in M
channels that are buffered within each preset time length,
performing decorrelation decomposition on the receiving ter-
minal signals by means of the decorrelation matrix, the
present invention can eliminate the need of using the pre-
distortion approach to reduce the correlation between the
receiving terminal signals as in the prior art, so the replayed
sound quality of the receiving terminals will not be affected;
and this way of calculating the update amounts of the echo
filters in real time is suitable for use in situations under which
the correlation between a plurality of receiving terminal sig-
nals is variable.

BRIEF DESCRIPTION OF THE SEVERAL
VIEWS OF THE DRAWINGS

FIG. 1 is a structural diagram of a system for accomplish-
ing a multi-receiving terminal echo cancellation method
according to an embodiment of the present invention;

FIG. 2 is a structural diagram of a system for accomplish-
ing a time-domain multi-receiving terminal echo cancellation
method according to an embodiment of the present invention;

FIG. 3 is a schematic logic diagram illustrating a decorre-
lation decomposing operation performed on a plurality of
receiving terminal signals according to an embodiment of the
present invention;

FIG. 4 is a structural diagram of a system for accomplish-
ing a transformation-domain multi-receiving terminal echo
cancellation method according to an embodiment of the
present invention; and

FIG. 5 is a structural diagram of a system for accomplish-
ing a mixed time-domain/transformation-domain multi-re-
ceiving terminal echo cancellation method according to an
embodiment of the present invention.

DETAILED DESCRIPTION OF THE INVENTION

The present invention has the following core idea: perform-
ing echo filtering on receiving terminal signals in M channels
by means of echo filters to obtain filtered receiving terminal
signals in M channels, and subtracting the filtered receiving
terminal signals in M channels from a sending terminal signal
to obtain a system output signal in which receiving terminal
echoes have been cancelled; and updating update amounts of
the echo filters in real time and, specifically, calculating the
update amounts of the echo filters as follows according to the
receiving terminal signals in M channels that are buffered in
buffers:

calculating a decorrelation matrix according to the receiv-
ing terminal signals in M channels that are buffered within
each preset time length, decomposing the buffered receiving
terminal signals in M channels into decorrelated receiving
terminal signals in M channels by means of the decorrelation
matrix, and calculating the update amounts of the echo filters
according to the decorrelation matrix, the decorrelated
receiving terminal signals in M channels and the system
output signal that is fed back.

To make the objective, technical solutions and advantages
of the present invention clearer, the embodiments of the
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4

present invention will be further detailed with reference to the
attached drawings hereinbelow.

FIG. 1 is a structural diagram of a system for accomplish-
ing a multi-receiving terminal echo cancellation method
according to an embodiment of the present invention. As
shown in FIG. 1, the system comprises an echo filtering unit
101 and a filtering control unit 102.

The echo filtering unit 101 is configured to receive a send-
ing terminal signal and receiving terminal signals in M chan-
nels, perform echo filtering on the receiving terminal signals
in M channels under the control of update amounts outputted
by the filtering control unit 102 to obtain filtered receiving
terminal signals in M channels, and subtract the filtered
receiving terminal signals in M channels from the sending
terminal signal to obtain a system output signal in which
receiving terminal echoes have been cancelled; and

The filtering control unit 102 is configured to buffer the
receiving terminal signals in M channels, and each time after
buffering the receiving terminal signals in M channels of a
preset length, calculate a decorrelation matrix according to
the buffered receiving terminal signals in M channels, decom-
pose the buffered receiving terminal signals in M channels
into decorrelated receiving terminal signals in M channels by
means of the decorrelation matrix, calculate update amounts
of'echo filters according to the decorrelation matrix, the deco-
rrelated receiving terminal signals in M channels and the
system output signal fed back from the echo filtering unit, and
output the update amounts to the echo filtering unit 101.

The multi-receiving terminal echo cancellation system of
the present invention is connected between a sending terminal
and receiving terminals, and the sending terminal signal d and
the M receiving terminal signals x=[X,, X,, . . . , X,,] are
system inputs. By comparing the receiving terminal signals
with the sending terminal signal in real time, echo paths of the
respective receiving terminal signals are simulated by means
of a plurality of adaptive filters to construct accurate echo
path filters and echo signals. Then, the echo signals are can-
celled from the sending terminal signal, and the echo-can-
celled signal is transmitted to a remote end of the voice
communication. The system may have a time-domain pro-
cessing mode, a frequency-domain processing mode, other
transformation-domain processing modes, or a mixed time-
domain/frequency-domain processing mode. These modes
will be introduced, respectively, hereinbelow.

FIG. 2 is a structural diagram of a system for accomplish-
ing a time-domain multi-receiving terminal echo cancellation
method according to an embodiment of the present invention.
The system as shown in FIG. 2 can be used in echo cancella-
tion of a plurality of receiving channels. To avoid interference
between the receiving channel signals when the echo paths
are estimated in the echo cancellation, the original receiving
terminal signals are decomposed by means of the decorrela-
tion matrix into receiving terminal signals with a reduced
correlation therebetween, which are then transmitted into the
echo filters to estimate the echo signals and update the echo
filters. Coefficients of the decorrelation matrix are deter-
mined by the correlation between the original receiving ter-
minal signals. The decorrelation matrix is calculated in real
time. When the correlation between the receiving terminal
signals is changed, the decorrelation matrix is also adjusted
correspondingly to ensure a good decorrelation decomposi-
tion effect so that echo cancellers operate normally to ensure
the echo cancellation effect.

Referring to FIG. 2, in the time-domain multi-receiving
terminal echo cancellation system

the echo filtering unit comprises M echo filters and M
subtractors connected in series;
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the filtering control unit comprises M buffers with a preset
length, one decorrelation matrix calculating module and one
filtering control module, and the filtering control module
comprises one signal decorrelation decomposing module and
one filtering controller;

the M echo filters are configured to receive the receiving
terminal signals in M channels in one-to-one correspondence,
perform echo filtering on the receiving terminal signals in M
channels, respectively, under the control of the update
amounts outputted by the filtering control unit to obtain fil-
tered receiving terminal signals in M channels, and output the
filtered receiving terminal signals in M channels to the M
subtractors connected in series in one-to-one correspon-
dence;

The first subtractor (i.e., the subtractor M in FIG. 2) of the
M subtractors connected in series receives the sending termi-
nal signal, subtracts the received filtered receiving terminal
signal from the sending terminal signal and then outputs the
resulted signal to a next stage subtractor; each of the subse-
quent subtractors subtracts the received filtered receiving ter-
minal signal from the signal outputted by the previous stage
subtractor and then outputs the resulted signal; and an output
of the last subtractor (i.e., the subtractor 1 in FIG. 2) is a
system output signal in which receiving terminal echoes have
been cancelled;

the M buffers with a preset length are configured to store
the input data to form a data frame; and here, the M buffers
with a preset length are configured to buffer the receiving
terminal signals in M channels, respectively, and output the
buffered receiving terminal signals in M channels of the pre-
set length to the decorrelation matrix calculating module and
the signal decorrelation decomposing module;

the decorrelation matrix calculating module is configured
to calculate a decorrelation matrix according to the received
receiving terminal signals in M channels of the preset length
and output the decorrelation matrix to the signal decorrelation
decomposing module and the filtering controller;

the signal decorrelation decomposing module is config-
ured to decompose the received receiving terminal signals in
M channels of the preset length into decorrelated receiving
terminal signals in M channels according to the received
decorrelation matrix and then output the decorrelated receiv-
ing terminal signals in M channels to the filtering controller;
and

the filtering controller is configured to calculate the update
amounts of the M echo filters according to the received deco-
rrelation matrix, the decorrelated receiving terminal signals
in M channels and the system output signal fed back from the
M subtractor and output the update amounts to the corre-
sponding echo filters.

In FIG. 2, the echo filters accomplish the echo filtering, the
buffers store the input data to form a data frame, and the
filtering control unit calculates deviations of the current echo
filters and updates the echo filters. The receiving terminal
signals pass through the echo filters and are then formed into
echo estimation signals, which are subtracted from the send-
ing terminal signal to obtain a current system output. The
current system output and the receiving terminal signals pass
through the filtering control unit, in which whether the echo
filters need to be updated is determined. If the echo filters
need to be updated, then the update amounts of the echo filters
are calculated and then outputted to the echo filters for update.

Hereinbelow, calculation method of individual portions in
FIG. 2 will be described specifically.

A calculation formula of each of the echo filters is:
echo=x*h; and
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6

a calculation formula of each of the subtractor portions is:
y=d~-echo,

wherein the sending terminal signal d and the receiving
terminal signals in M channels x=[x,, X,, . . . , X,,] are system
inputs, h represents a filter function, and y represents a system
output.

In each of the buffers, suppose that a current time point is
n, then the data frame formed is x(n-L,+1), . . . x(nn), wherein
L, represents a length of the buffer.

Firstly, calculations in the decorrelation matrix calculating
module, the signal decorrelation decomposing module and
the filtering controller will be described by taking two receiv-
ing terminals as an example (i.e., M=2). The receiving termi-
nal signals x; and x, of two channels are highly correlated
with each other.

In the decorrelation matrix calculating module, the decor-
relation matrix can be derived by firstly calculating the cor-
relation factor ¢, , ofthe two receiving terminal signals x, and
X,. The decorrelation matrix De is:

1 —Cl1,2
ey 7

0 1

A calculation formula of the correlation factor is:

Lp

PENAO)

C12 =

5

Lp
Z‘l *(n)

wherein L, represents a length of each of the data buffers.

The decorrelation decomposing result in the signal decor-
relation decomposing module is: x'=xDe; i.e., X, '=X |, X,'=X,—
) 2%,

The correlation between the signals x,' and x,' is lower than
that between the signals x; and x,. Thus, decorrelation
decomposition of the receiving terminal signals is achieved in
the signal decorrelation decomposing module.

In the filtering controller, the update amounts of the echo
filters are calculated as follows:

Hn=1+ Dy
_ i
1 Lp

PERG!
=

Ip)

AKD) = =1,2

Aly(l) = DeAH,(D)

wherein Ah,(1) represents the update amount of the echo
filter corresponding to the receiving terminal signal of the i”*
channel, 1 represents a sequence number of the update amount
of'the echo filter, y(n) represents the system output signal that
is fed back, and x,'(n) represents the n” sample data of the i”*
channel’s signal of the decorrelated receiving terminal sig-
nals in M channels.

The aforesaid decorrelation decomposition manner can be
extended to the situations of receiving terminal signals in M
channels (M>2). In the case of receiving terminal signals in M
channels, the decorrelation decomposition can be divided
into M-1 steps, and each step is executed to reduce the cor-
relation between some channel and other channels. Through
at most M—1 steps of operations, the decorrelation decompo-
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sition of all the channels can be accomplished, and the deco-
rrelation matrix De can also be obtained.

Suppose that an initial input of the iterative operation is one
signal matrix X' with L;, rows and M columns (which rep-
resents signals of M channels and L, sampling points). In the
first iterative step, the output is a signal matrix x,,’ and a
matrix De ; analogically, in the i*” iterative step, the input is a
signal matrix x,_,' and the output is a signal matrix x,,' and
a matrix De;; and finally, after the (M-1)" iterative step, an
output signal matrix X, ,, and a matrix De, ., are obtained.
Thus, the output signal matrix X,y is a decorrelation
decomposition signal, and the decomposition matrix De can
be obtained through synthesis of the matrices De,, ..., De,, ;.

FIG. 3 is a schematic logic diagram illustrating a decorre-
lation decomposing operation performed on a plurality of
receiving terminal signals according to an embodiment of the
present invention. Referring to FIG. 3, the process of per-
forming an (M-1)-step iterative operation is as follows:

The initial input of the iterative operation is one signal
matrix X q,' with L, rows and M columns that is constituted by
the buffered receiving terminal signals in M channels,
wherein:

X0y = X0 X0y -+ Foy -+ Xh)]
xi(1)
, %i(2)
Xiy =X = :
xi(Lp)

X, represents the i” channel’s receiving terminal signal
buffered within the preset time length, which has a length of
L, and 1=i<M;

The first step is to reduce the correlation between the first
channel and the other channels, that is, to calculate correla-
tion factors ¢, ,, . . . ¢, ,, between the first channel x, ;)" and
the other channels X, ', . . - X0

then a decorrelation matrix De, is calculated in the first
iterative step:

1 —C12 -.. —CLM
1
Del = 0
0 1

wherein the correlation factors are calculated according to
the following formula:

Lp
Z X0y (M) ()

e = ,<jsM;

=1
Lp
;1 ¥ oy ()]

then the calculation result of the first iterative step is:
X1y =Xy Dey

o=y Xy X - Faan']
analogically, the i step is to calculate correlation factors

Ciiv1s - -+ C; a7 between the i channel X,;) and the other
channels X, ', Xioa0)s - - - Xagey's
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8

then a decorrelation matrix De, is calculated in the i?* itera-
tive step:

wherein the correlation factors are:

Lp
Z xf(i—l)(”)x}(i—l)(n)
Cj=——————— M-12i>1,M2j>i
3 Wenm)?
n=1

the calculation result of the i” iterative is:

x(i)'%((l._ 1)'Del.

step

x(i)’:[xl(i)’xz(i)’. . .xi(l-)’. .. xM(l-)']

through the (M-1)-step iterative operation, the final deco-
rrelation matrix De is obtained: De=II,_,**'De,; and

the buffered receiving terminal signals in M channels are
decomposed into decorrelated signals in M channels by
means of the decorrelation matrix De through calculation of
x'=xDe;

wherein X=[X,, X, . . . X; . . . X,,], and the M columns of
signals in the signal matrix x' are the final decorrelated receiv-
ing terminal signals in M channels.

Here, in fact, X=X, y'X a2 Dess -

According to the decorrelation matrix, the decorrelated
signals in M channels and the system output signal that is fed
back, update amounts of echo filters are calculated by:

calculating

Hn=1+ Dy
_ i
1 Lp

PERG!
=

Lp):

AKD) = =1,2,... M

Aly(l) = DeAH,(D)

wherein Ah,(1) represents the update amount of the echo
filter corresponding to the i” channel’s receiving terminal
signal, 1 represents a sequence number of the update amount
of'the echo filter, y(n) represents the system output signal that
is fed back, and x,'(n) represents the n” sample data of the i”*
channel’s signal of the decorrelated receiving terminal sig-
nals in M channels.

FIG. 4 is a structural diagram of a system for accomplish-
ing a transformation-domain multi-receiving terminal echo
cancellation method according to an embodiment of the
present invention. Referring to FIG. 4, in the transformation-
domain multi-receiving terminal echo cancellation system

an echo filtering unit comprises one sending terminal
buffer, one sending terminal frequency-band decomposing
module, S echo filter sets, S subtractor sets and one fre-
quency-band synthesizing module, each of the subtractor sets
consists of M subtractors connected in series, and each of the
echo filter sets comprises M echo filters; and

a filtering control unit comprises M receiving terminal
buffers, M receiving terminal frequency-band decomposing
modules, S decorrelation matrix calculating modules and S
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filtering control modules, and each of the filtering control
modules comprises one signal decorrelation decomposing
module and one filtering controller, wherein

the sending terminal buffer is configured to buffer the
sending terminal signal, and each time after buffering the
sending terminal signal of a preset length, output the buffered
sending terminal signal of the preset length to the sending
terminal frequency-band decomposing module;

the sending terminal frequency-band decomposing mod-
ule is configured to decompose each sending terminal signal
of the preset length from the sending terminal buffer into
sending frequency-division signals within S frequency bands
in a transformation domain and then output the sending fre-
quency-division signals to the S subtractor sets, respectively;

the M receiving terminal buffers are in one-to-one corre-
spondence to the M receiving terminal signals, and the M
receiving terminal frequency-band decomposing modules are
in one-to-one correspondence to the M receiving terminal
buffers;

each of the receiving terminal buffers is configured to
buffer the corresponding receiving terminal signal, and each
time after buffering the receiving terminal signal of a preset
length, output the receiving terminal signal of the preset
length to the corresponding receiving terminal frequency-
band decomposing module;

each of the receiving terminal frequency-band decompos-
ing modules is configured to decompose each receiving ter-
minal signal of the preset length from the corresponding
receiving terminal buffer into receiving terminal frequency-
division signals within S frequency bands in the transforma-
tion domain and then output the receiving terminal fre-
quency-division signals to the S echo filter sets, the S
decorrelation matrix calculating modules and the signal deco-
rrelation decomposing modules of the S filtering control
modules, respectively;

the S decorrelation matrix calculating modules, the S fil-
tering control modules, the S echo filter sets and the S sub-
tractor sets are all in one-to-one correspondence to the S
frequency bands;

each of the decorrelation matrix calculating modules is
configured to calculate a decorrelation matrix according to
the received M receiving frequency-division signals and out-
put the decorrelation matrix to the corresponding signal deco-
rrelation decomposing module and filtering controller;

each of the signal decorrelation decomposing modules is
configured to decompose the received M receiving fre-
quency-division signals into decorrelated receiving fre-
quency-division signals in M channels according to the
received decorrelation matrix and then output the decorre-
lated receiving frequency-division signals in M channels to
the corresponding filtering controller;

each of the filtering controllers is configured to calculate
the update amounts of the corresponding echo filters accord-
ing to the received decorrelation matrix, the decorrelated
receiving frequency-division signals in M channels and the
echo-cancelled sending frequency-division signal fed back
from the corresponding subtractor set and output the update
amounts to the corresponding echo filter set;

each of the echo filter sets is configured to perform echo
filtering on the received M receiving frequency-division sig-
nals under the control of the update amounts outputted by the
filtering controller in the corresponding filtering control mod-
ule and output the M filtered receiving frequency-division
signals to the corresponding subtractor set;

each of the subtractor sets is configured to receive the
sending frequency-division signal and the M filtered receiv-
ing frequency-division signals within the corresponding fre-
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quency band, subtract the M filtered receiving frequency-
division signals sequentially from the sending frequency-
division signal to obtain an echo-cancelled sending
frequency-division signal, and then output the echo-cancelled
sending frequency-division signal to the frequency-band syn-
thesizing module and meanwhile feed the echo-cancelled
sending frequency-division signal back to the filtering con-
troller in the corresponding filtering control module; and

the frequency-band synthesizing module is configured to
perform frequency-time synthesizing processing on the echo-
cancelled sending frequency-division signals within the S
frequency bands from the S subtractor sets to obtain a system
output signal.

As can be seen from the above description, suppose that the
signals may be divided into S frequency bands in the trans-
formation domain (e.g., the frequency domain), then each
channel’s receiving terminal signal can be decomposed into S
frequency-division signals, and the decorrelation matrices
De', ..., De® and the decomposition signals as well as the
update amounts of the filters can be calculated independently
in each of the frequency bands.

Hereinbelow, the calculation method of the individual por-
tions in FIG. 4 will be described specifically.

A time-domain signal enters into a data buffer and is
formed into a data frame [x,(n-L,+1), . . ., x,(n-1), x,(n)]
with a data frame length of L,. Then, a sending data frame is
[d(n-L,+1),...,d(n-1),d(n)]; and a receiving data frame is
[x,(n-L,+1), . .., x,(n-1), x,()], 1=i=sM, wherein M repre-
sents the number of receiving channels. The data frame enters
into a frequency-band decomposing module and generates a
frequency-division signal.

Specifically, for the data frame of the i” channel’s receiv-
ing terminal signal, a receiving frequency-division signal
X0, X,(W)), ..., X,2n-W,), 1=i=sM with a length of L, is
obtained; and a sending frequency-division signal D(0),
D(W)), ..., D(2n-W,) is obtained, wherein

Frequency division may be accomplished in many ways,
for example, through Fourier transformation, subband trans-
formation, cosine transformation or other transformation-do-
main algorithms. Taking the Fourier transformation as an
example, the calculation process is as follows:

Lp
Xi(k) = Z x(n = Lp + Dexp(— jW,ik), 0 <k < Lp
t=1

Lp

Dik) = Z d(n = Lp + exp(— jW,1k), 0 < k < Lp.
=1

The receiving frequency-division signals enter into the
echo filters and generate an echo signal, as shown by the
following formula:

Lp
Echo(k) = 3" X;()H(k).
i=1
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An echo-cancelled signal is obtained by subtracting an
echo frequency-division signal from the sending frequency-
division signal:

Y(k)=D(k)-Echo(k).

The frequency-band synthesizing module performs fre-
quency-time synthesis to obtain a system output as shown by
the following formula, wherein the frequency-time synthesis
is still illustrated by taking the Fourier transformation as an
example:

ip
V)= Y (R)exp(jW,nk).
k=1

In each of the decorrelation matrix calculating modules,
the decorrelation matrix of the frequency band is calculated
independently. When there are two receiving terminals (i.e.,
M=2), the decorrelation matrix De(k) of the k* frequency
band is:

1 - k
Deth) = [ cp,2( )}’

0 1

wherein ¢, ,(k) is the correlation factor of X, (k) and X, (k),
and is calculated according to the following formula:

=Ly
|, (mod(k +1, Lp)Y’|
Ty
catk)= = )
Y Xo(mod(k + 1, Lp))conj(X (mod(k + 1, Lp)))
==L,

wherein L, represents a specified length and generally has
a value selected from 3 to 10, conj represents a conjugate
operation, and mod represents a modular operation.

Then, X'(k)=X(k)De(k) is calculated in the signal decorre-
lation decomposing module, wherein X(k)=[X,(k), X, k)],
and the two signals in the signal matrix X'(k) are two decor-
related receiving frequency-division signals of the k” fre-
quency band.

The two decorrelated receiving frequency-division signals
enter into the filtering controller, and the update amount of the
filter corresponding to the i” receiving terminal signal and the
k” frequency band is calculated as follows:

AH;(k) = De(k)AH] (k),
wherein

X/ Yk

1 Elw
— X! (mod(k + I, Lp))?
2LW+1,:Z |X{ (mod(k + £, Lp))*|

Ly

,i=1,2.

AH] (k) =

In a case of receiving terminal signals in M channels
(M>2), the decorrelation decomposition can be accomplished
through an iterative operation for each of the frequency
bands. Through at most M-1 iterative steps, the decorrelation
decomposition of all the M channels can be accomplished and
the decorrelation matrix can be obtained. The steps are as
follows.
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For the k” frequency band, the initial input of the iterative
operation is a signal matrix X,'(k) with 1 row and M col-
umns, and one signal matrix X ,,'(k) with 1 row and M col-
umns and a decomposition matrix De;(k) can be obtained in
each iterative step. M represents the number of the receiving
channels.

Then, for the k” frequency band with 1<k=<S, the process of
performing an (M-1)-step iterative operation is as follows:

the initial input of the iterative operation is one signal
matrix X (k) with 1 row and M columns, wherein

Koy (R)=[X 10y () X0y (R) - - - Xi0y'(R) - . . Xago) ()]

Xyoy()=X(l),i=1.2, ... M

X,(k) represents a receiving frequency-division signal of
the i” channel’s receiving terminal signal within the k” fre-
quency band;

the first step is to calculate correlation factors between
X k) and X,)(k), - . ., Xpyey(k) and a decorrelation
sub-matrix De,,(k):

the decorrelation matrix De (k) is calculated in the first
iterative step,

1 —ciptk) ... —cpmk)
Deqyk) = 0
0 1
wherein
=Ly
| X1 (o) (mod(k +£, Lp))’|
E-L,
critk) = )
leL X{(O)(mod(k +1, LD))conj(Xj’-(o)(mod(k +1, Lp))
l<j=M,;

L,, represents a specified length and has a value selected
from 3 to 10, conj represents a conjugate operation, mod
represents a modular operation, and L., represents a data
length buffered within each preset time length;

then, the calculation result of the first iterative step is:

X’(1)(k):X’(0)(k)De(1)(k)

Ky Ry=1X 1 1) () Xy (B) - - X1y () - - Xagry (B)];

analogically, the i?* iterative step is to calculate correlation
factors bet.ween X'i(i)(k) and X', »(K), . . ., X'yy(k) and a
decorrelation sub-matrix:

the decorrelation matrix De; (k) is calculated in the i
iterative step,

Iy 0
I =ik —cim (k)
Deq(k) = 1
0
0 1



US 9,136,905 B2

13
-continued
wherein
=L,
D Xfy(modtk + L, Lp)?|
cy,jlk) = —

=Ly ’
1:% X{p(mod(k + L, Lp))conj(Xj;(mod(k +1, Lp)))

l<isM-1,M=z=j>i

the calculation result of the i”

X'(i)(k):X'(i—1)(k)De(i)(k)

iterative step is:

Xy B)=[X 16y () Koy () - - - Xiy(R) - - - Xag) ()]

through the (M-1)-step iterative operation, the final deco-
rrelation matrix De(k) of the k” frequency band is obtained:
De(k)=IL_,* ' De(k); and

X'(k)=X(k)De(k) is calculated in the signal decorrelation
decomposing module;

wherein X(k)=[X, (k) X,(k) ... X,X) ... X,4K)], and the M
signals in the signal matrix X'(k) are the M decorrelated
receiving frequency-division signals of the k” frequency
band.

Actually, it can be
Xz K)De gz 1 (K).

In the filtering controller, the update amount of each of the
echo filters of the current frequency band (the k” frequency
band) is calculated as follows:

seen that X'(K)=X',, (k)=

X/ (k)Y (k)
I=L,, 5
mlzz‘i | X/ (mod(k + L, Lp))*|

—Ly

AH/ (k) = =12, ..M

AH;(k) = De(k)AH] (k),

wherein AH,(k) represents the update amount of the echo
filter corresponding to the i receiving terminal frequency-
division signal within the k” frequency band, and Y(k) rep-
resents the echo-cancelled sending terminal frequency-divi-
sion signal within the k™ frequency band that is fed back.

FIG. 5 is a structural diagram of a system for accomplish-
ing a mixed time-domain/transformation-domain multi-re-
ceiving terminal echo cancellation method according to an
embodiment of the present invention. Referring to FIG. 5, in
the mixed-domain multi-receiving terminal echo cancellation
system

an echo filtering unit comprises one sending terminal
buffer, one sending terminal frequency-band decomposing
module, S echo filter sets, S subtractor sets and one fre-
quency-band synthesizing module, each of the subtractor sets
consists of M subtractors connected in series, and each of the
echo filter sets comprises M echo filters; and

a filtering control unit comprises M receiving terminal
buffers, one decorrelation matrix calculating module, M
receiving terminal frequency-band decomposing modules
and S filtering control modules, and each of the filtering
control modules comprises one signal decorrelation decom-
posing module and one filtering controller, wherein

the sending terminal buffer is configured to buffer the
sending terminal signal, and each time after buffering the
sending terminal signal of a preset length, output the sending
terminal signal of the preset length to the sending terminal
frequency-band decomposing module;
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the sending terminal frequency-band decomposing mod-
ule is configured to decompose each sending terminal signal
of the preset length from the sending terminal buffer into
sending frequency-division signals within S frequency bands
in a transformation domain and then output the sending fre-
quency-division signals to the S subtractor sets, respectively;

the M receiving terminal buffers are in one-to-one corre-
spondence to M receiving terminal signals, and the M receiv-
ing terminal frequency-band decomposing modules are in
one-to-one correspondence to the M receiving terminal buft-
ers;

each of the receiving terminal buffers is configured to
buffer the corresponding receiving terminal signal, and each
time after buffering the receiving terminal signal of a preset
length, output the receiving terminal signal of the preset
length to the corresponding receiving terminal frequency-
band decomposing module and the decorrelation matrix cal-
culating module;

each of the receiving terminal frequency-band decompos-
ing modules is configured to decompose each receiving ter-
minal signal of the preset length from the corresponding
receiving terminal buffer into receiving frequency-division
signals within S frequency bands in the transformation
domain and then output the receiving frequency-division sig-
nals to the S echo filter sets and the signal decorrelation
decomposing modules of the S filtering control modules,
respectively;

the decorrelation matrix calculating module is configured
to calculate a decorrelation matrix according to the receiving
terminal signals in M channels of the preset length received
each time and output the decorrelation matrix to the signal
decorrelation decomposing modules of the S filtering control
modules and the filtering controllers;

the S filtering control modules, the S echo filter sets and the
S subtractor sets are in one-to-one correspondence to the S
frequency bands;

each of the signal decorrelation decomposing modules is
configured to decompose the received M receiving fre-
quency-division signals into decorrelated receiving fre-
quency-division signals in M channels according to the
received decorrelation matrix and then output the decorre-
lated receiving frequency-division signals in M channels to
the corresponding filtering controller;

each of the filtering controllers is configured to calculate
the update amounts of the corresponding echo filters accord-
ing to the received decorrelation matrix, the decorrelated
receiving frequency-division signals in M channels and the
echo-cancelled sending frequency-division signal fed back
from the corresponding subtractor set and output the update
amounts to the corresponding echo filter set;

each of the echo filter sets is configured to perform echo
filtering on the received M receiving frequency-division sig-
nals under the control of the update amounts outputted by the
filtering controller in the corresponding filtering control mod-
ule and output the M filtered receiving frequency-division
signals to the corresponding subtractor set;

each of the subtractor sets is configured to receive the
sending frequency-division signal and the M filtered receiv-
ing frequency-division signals within the corresponding fre-
quency band, subtract the M filtered receiving frequency-
division signals sequentially from the sending frequency-
division signal to obtain an echo-cancelled sending
frequency-division signal, and then output the echo-cancelled
sending frequency-division signal to the frequency-band syn-
thesizing module and meanwhile feed the echo-cancelled
sending frequency-division signal back to the filtering con-
troller in the corresponding filtering control module; and
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the frequency-band synthesizing module is configured to
perform frequency-time synthesizing processing on the echo-
cancelled sending frequency-division signals within the S
frequency bands from the S subtractor sets to obtain a system
output signal.

As can be seen, in the system as shown in FIG. 5, the
calculation of the decorrelation matrix is accomplished in the
time domain and in detail the calculation manner is the same
as that of the decorrelation matrix in FIG. 2. Through the
(M-1)-step iterative operation, the final time-domain decor-
relation matrix De is obtained, and the specific calculating
process will not be repetitively described herein.

On the other hand, the decorrelation decomposition of the
receiving terminal signals is accomplished in the transforma-
tion domain, but the matrix used is the time-domain decorre-
lation matrix De. That is, within each of the frequency bands,
the receiving frequency-division signals in M channels of the
frequency band are decomposed into the decorrelated receiv-
ing frequency-division signals in M channels of the frequency
band by means of the same time-domain decorrelation matrix
De. For example, for the k” frequency band with 1=k=S, a
matrix X'(k)=X(k)De is calculated, wherein X(k)=[X,(k)
X&) ... X(k) ... X,,Kk)], X,(k) represents a receiving
frequency-division signal of the i channel’s receiving termi-
nal signal within the k” frequency band, and the M signals in
the signal matrix X'(k) are the final decorrelated receiving
frequency-division signals in M channels within the k™ fre-
quency band.

Then, the update amount of each of the echo filters is
calculated as follows:

X/ ()Y (k
AH{() = —— LY Li=1,2, .. M
3 X7 (modik + 4, Lp)Y
ZLW+11:§'L |X{ (mod(k + 1, Lp))|

w

AH;(k) = De(k)AH] (k),

wherein De represents the decorrelation matrix in the time
domain, AH,(k) represents the update amount of the echo
filter corresponding to the i” channel’s receiving terminal
frequency-division signal within the k” frequency band, and
Y (k) represents the echo-cancelled sending frequency-divi-
sion signal within the k™ frequency band that is fed back.

As compared to the pure transformation-domain structure
shown in FIG. 4, the calculation of the decorrelation matrix is
simplified in the mixed-domain structure shown in FIG. 5.

However, the transformation-domain structure shown in
FIG. 4 is suitable for situations different from the mixed-
domain structure shown in FIG. 5. The transformation-do-
main structure shown in FIG. 4 is suitable for use in a case in
which the frequency-power curves of the individual receiving
channel signals are significantly different from each other, a
typical example of which is a video game scenario. Because
the decorrelation matrices vary greatly for different indi-
vidual frequency bands under that situation, calculation of the
decorrelation matrices and decomposition should be carried
out separately. The mixed-domain structure shown in FIG. §
is suitable for use in the case in which the frequency-power
curves of the individual receiving channel signals are slightly
different from each other, a typical example of which is a
stereophonic call or a call with 3D surround soundeffect.
Because the decorrelation matrices of the individual fre-
quency bands are similar or identical to each other under that
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case, the decorrelation decomposition of the individual fre-
quency bands can be carried out by means of a general
decomposition matrix.

According to the above descriptions, the technical solu-
tions of the present invention can effectively cancel echoes
caused by a plurality of receiving terminals in a sending
terminal signal, can support situations of two or more receiv-
ing terminals, and are suitable foruse in situation in which the
correlation between a plurality of receiving terminal signals is
variable.

What described above are only preferred embodiments of
the present invention but are not intended to limit the scope of
the present invention. Accordingly, any modifications,
equivalent replacements, improvements or the like that are
made according to the spirit and the principle of the present
invention shall also fall within the scope of the present inven-
tion.

The invention claimed is:

1. A multi-receiving terminal echo cancellation method
suitable for use in a communication apparatus comprising M
receiving terminals, M being a natural number greater than or
equal to 2, the method comprising

performing echo filtering on receiving terminal signals in

M channels by means of echo filters to obtain filtered
receiving terminal signals in M channels, and subtract-
ing the filtered receiving terminal signals in M channels
from a sending terminal signal to obtain a system output
signal in which receiving terminal echoes have been
cancelled; and

buffering the receiving terminal signals in M channels by

means of buffers at the same time, calculating a decor-
relation matrix according to each of the receiving termi-
nal signals in M channels that are buffered within a
preset length, decomposing the buffered receiving ter-
minal signals in M channels into decorrelated receiving
terminal signals in M channels by means of the decor-
relation matrix, and calculating update amounts of the
echo filters according to the decorrelation matrix, the
decorrelated receiving terminal signals in M channels
and the system output signal that is fed back.

2. The method of claim 1, wherein the calculating a deco-
rrelation matrix according to each of the receiving terminal
signals in M channels that are buffered within a preset length
comprises:

performing an (M-1)-step iterative operation, the initial

input of the iterative operation is one signal matrix X'
with L, rows and M columns that is constituted by the
buffered receiving terminal signals in M channels,

wherein
*oy = [Xl0) %20y -+ Xi) --- Fmo]>
x;(1)
, x(2)
oy =& =
xi(Lp)

X, represents the i” channel’s buffered receiving terminal
signal with a length of L, L, represents a data length
buffered within a preset time length, and 1=<i<M;

the decorrelation matrix De, is calculated in the first itera-
tive step:
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1 —cip ... —cLm

Deqy =

<
—

wherein the correlation factor is

Lp
2 %o o™
n=1

L,

D

;l [x (0)(”)]2

cj= S l<j=M;

the calculation result of the first iterative step is
X1y =X o) De;
x(l)’:[xl(l)’xz(l)’. Xy .xM(l)']

the decorrelation matrix De, is calculated in the i?” iterative

step:
1;,1 0
I —cijst —Ci,m
D€(1) = 1
0
0 1

wherein the correlation factor is:

Lp
Z Xy (WX -y (m)
c‘-,j=”:‘L M-lzi>1,M=j>i
D
Z‘l EPENOIY
the calculation result of the i iterative step is

X1y X1y De;
x(i)’:[xl(l)’xz(i)’. .. xi(l.)’. .. xM(l.)']
and through the (M-1)-step iterative operation, the final
decorrelation matrix De is obtained by De=II,_,*'De,.
3. The method of claim 2, wherein the decomposing the
buffered receiving terminal signals in M channels into deco-
rrelated receiving terminal signals in M channels by means of
the decorrelation matrix, and calculating update amounts of
the echo filters according to the decorrelation matrix, the
decorrelated receiving terminal signals in M channels and the
system output signal that is fed back comprises
calculating x'=xDe, wherein X [X; X, . . . X, . . . X;,], and the
M columns of signals in the x' are the final decorrelated
receiving terminal signals in M channels; and
calculating

xn=1+Dywm) .
—_—, 1

Ak = 2o =12, M
-D

PERG!
=

Ip)

Ali(l) = DeAK (D),

wherein Ah,(1) represents the update amount of the echo
filter corresponding to the i” channel’s receiving termi-
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nal signal, | represents a sequence number of the update
amount of the echo filter, y(n) represents the system
output signal that is fed back, and x,'(n) represents the n”
sample data of the i” channel’s signal of the decorrelated
receiving terminal signals in M channels.
4. The method of claim 2, wherein the performing echo
filtering on receiving terminal signals in M channels by
means of echo filters to obtain filtered receiving terminal
signals in M channels, and subtracting the filtered receiving
terminal signals in M channels from a sending terminal signal
to obtain the system output signal in which receiving terminal
echoes have been cancelled comprises
buffering the sending terminal signal and the receiving
terminal signals in M channels by means of buffers,
decomposing the buffered receiving terminal signal in
each channel into receiving frequency-division signals
within S frequency bands in a transformation domain,
and decomposing the buffered sending terminal signal
into sending frequency-division signals within the S fre-
quency bands in the transformation domain, wherein S is
a natural number greater than or equal to 2;

within each of the S frequency bands, performing echo
filtering on the M receiving frequency-division signals
within the frequency band by means of the echo filters to
obtain M filtered receiving frequency-division signals
within the frequency band; and subtracting the M fil-
tered receiving frequency-division signals within the
frequency band from the sending frequency-division
signal within the frequency band to obtain an echo-
cancelled sending frequency-division signal within the
frequency band; and

performing frequency-time synthesizing processing on the

echo-cancelled sending frequency-division signals
within the S frequency bands to obtain the system output
signal in which receiving terminal echoes have been
cancelled.

5. The method of claim 4, wherein the decomposing the
buffered receiving terminal signals in M channels into deco-
rrelated receiving terminal signals in M channels by means of
the decorrelation matrix, and calculating update amounts of
the echo filters according to the decorrelation matrix, the
decorrelated receiving terminal signals in M channels and the
system output signal that is fed back comprises

after the buffered receiving terminal signal in each channel

is decomposed into receiving terminal frequency-divi-
sion signals within S frequency bands in the transforma-
tion domain, for each of the S frequency bands decom-
posing the receiving frequency-division signals in M
channels within the frequency band into decorrelated
receiving frequency-division signals in M channels
within the frequency band by means of the decorrelation
matrix, and calculating the update amounts of the echo
filters within the frequency band according to the deco-
rrelation matrix, the decorrelated receiving frequency-
division signals in M channels within the frequency
band and the echo-cancelled sending frequency-division
signal within the frequency band that is fed back.

6. The method of claim 5, wherein the for each of the S
frequency bands decomposing the receiving frequency-divi-
sion signals in M channels within the frequency band into
decorrelated receiving frequency-division signals in M chan-
nels within the frequency band by means of the decorrelation
matrix, and calculating update amounts of the echo filters
according to the decorrelation matrix, the decorrelated
receiving terminal signals in M channels and the system
output signal that is fed back comprises
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for the k™ frequency band with 1=k=S, calculating a matrix
X'(k)=X(k)De;

wherein X(k) [X,(k) X,&) . .. X&) ... X,K)], X,(k)
represents a receiving frequency-division signal of the
i channel’s receiving terminal signal within the k* k
frequency band, and the M signals in the X'(k) are the
final decorrelated receiving frequency-division signals
in M channels within the k” frequency band; and

calculating

X/ ()Y (k
AH (k) = — LY Li=1,2, .. M
S Xy (modik + 4, Lp)Y
ZLW+11:ZL |X{ (mod(k + 1, Lp))*|

—Ly

AH (k) = DeAH](k);

wherein AH,(k) represents the update amount of the echo
filter corresponding to the i” channel’s receiving termi-
nal frequency-division signal within the k” frequency
band, and Y(k) represents the echo-cancelled sending
frequency-division signal within the k” frequency band
that is fed back.
7. The method of claim 1, wherein the performing echo
filtering on receiving terminal signals in M channels by
means of echo filters to obtain filtered receiving terminal
signals in M channels, and subtracting the filtered receiving
terminal signals in M channels from a sending terminal signal
to obtain the system output signal in which receiving terminal
echoes have been cancelled comprises
buffering the sending terminal signal and the receiving
terminal signals in M channels by means of buffers,
decomposing the buffered receiving terminal signal in
each channel into receiving frequency-division signals
within S frequency bands in a transformation domain,
and decomposing the buffered sending terminal signal
into sending frequency-division signals within the S fre-
quency bands in the transformation domain, wherein S is
a natural number greater than or equal to 2;

within each of the S frequency bands, performing echo
filtering on the M receiving frequency-division signals
within the frequency band by means ofthe echo filters to
obtain M filtered receiving frequency-division signals
within the frequency band; and subtracting the M fil-
tered receiving frequency-division signals within the
frequency band from the sending frequency-division
signal within the frequency band to obtain an echo-
cancelled sending frequency-division signal within the
frequency band; and

performing frequency-time synthesizing processing on the

echo-cancelled sending frequency-division signals
within the S frequency bands to obtain the system output
signal in which receiving terminal echoes have been
cancelled.

8. The method of claim 7, wherein the calculating a deco-
rrelation matrix according to each of the receiving terminal
signals in M channels that are buffered within a preset length,
decomposing the buffered receiving terminal signals in M
channels into decorrelated receiving terminal signals in M
channels by means of the decorrelation matrix, and calculat-
ing update amounts of the echo filters according to the deco-
rrelation matrix, the decorrelated receiving terminal signals
in M channels and the system output signal that is fed back
comprises

after the buffered receiving terminal signal in each channel

is decomposed into receiving frequency-division signals
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within S frequency bands in the transformation domain,
for each of the S frequency bands calculating the deco-
rrelation matrix within the frequency band according to
the receiving frequency-division signals in M channels
within the frequency band, decomposing the receiving
frequency-division signals in M channels within the fre-
quency band into decorrelated receiving frequency-di-
vision signals in M channels within the frequency band
by means of the decorrelation matrix within the fre-
quency band, and calculating the update amounts of the
echo filters within the frequency band according to the
decorrelation matrix, the decorrelated receiving fre-
quency-division signals in M channels within the fre-
quency band and the echo-cancelled sending frequency-
division signal within the frequency band that is fed
back.

9. The method of claim 8, wherein the for each of the S

frequency bands calculating the decorrelation matrix within
the frequency band according to the receiving frequency-
division signals in M channels within the frequency band
comprises

for the k* frequency band with 1<ksS, performing an
(M-1)-step iterative operation, the initial input of the
iterative operation is one signal matrix X,)'(k) with 1
row and M columns, wherein

X(O)'(k):[Xl(O)y(k) Xz(O)y(k) .- ')(i(o)y(k) .- -XM(O)'(k)]

Koy ()=Xl),i=1.2,. .. M

X,(k) represents a receiving frequency-division signal of
the i channel’s receiving terminal signal within the k”
frequency band;

the decorrelation matrix De (k) is calculated in the first
iterative step:

L —ciplh) ... —com(k)
Deq)(k) = 0
0 1

wherein the correlation factor is

=Ly
| X1 (o) (mod(k +£, Lp))’|
==Ly
critk) = )
leL X{(O)(mod(k +1, LD))conj(Xj’-(o)(mod(k +1, Lp))
l<j=M,;

L,, represents a specified length and has a value selected
from 3 to 10, conj represents a conjugate operation, mod
represents a modular operation, and I, represents a data
length buffered within a preset time length;

the calculation result of the first iterative step is
X'(l)(k):X'(O)(k)De(l)(k)

X(l)'(k):[Xl(l)(k) Xz(l)’(k) .- ')(i(l)'(k) .- 'XM(I)'(k)]

the decorrelation matrix De; (k) is calculated in the i
iterative step:
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Iy 0
T —ciin1(k) —cim (k)

DE(I)(/() = 1

0

0 1

wherein the correlation factor is
Iy,
> Xy (modtk +1, Lp))?|

=Ly

¢ (k) = . ,

l:;LW X{p(mod(k + 1, Lp))conj(Xj; (mod(k + 1, Lp)))

l<isM-1,M=z=j>i

the calculation result of the i”

X'(i)(k):X'(i— 1 )(k)De(i)(k)

iterative step is

Xy B [X 1) () Koy (B) - - - Xiy(R) - - - Xpg)DK)], and

through the (M-1)-step iterative operation, the final deco-
rrelation matrix De(k) of the k* frequency band is
obtained by De(k)=II,_,*'De, k).

10. The method of claim 9, wherein the decomposing the
receiving frequency-division signals in M channels within the
frequency band into decorrelated receiving frequency-divi-
sion signals in M channels within the frequency band by
means of the decorrelation matrix within the frequency band,
and calculating the update amounts of the echo filters within
the frequency band according to the decorrelation matrix, the
decorrelated receiving frequency-division signals in M chan-
nels within the frequency band and the echo-cancelled send-
ing frequency-division signal within the frequency band that
is fed back comprises

calculating X'(k)=X(k)De(k), wherein X(k) [X,(k)

X,(k) ... X,(k)...X,(k)], and the M signals in the X'(k)

are the decorrelated receiving frequency-division sig-

nals in M channels of the k” frequency band; and
calculating

X! (k)Y (k
AH! (k) = = Y Li=1,2,... M
- Y x 2
2LW+1,:ZL |X{ (mod(k + £, Lp))|

—Ly

AH; (k) = De(k)AH] (k);

wherein AH,(k) represents the update amount of the echo
filter corresponding to the i” channel’s receiving termi-
nal frequency-division signal within the k” frequency
band, and Y(k) represents the echo-cancelled sending
frequency-division signal within the k” frequency band
that is fed back.

11. A multi-receiving terminal echo cancellation system,
the system comprising an echo filtering unit and a filtering
control unit, wherein

the echo filtering unit is configured to receive a sending

terminal signal and receiving terminal signals in M
channels, perform echo filtering on the receiving termi-
nal signals in M channels under the control of update
amounts outputted by the filtering control unit to obtain
filtered receiving terminal signals in M channels, and
subtract the filtered receiving terminal signals in M
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channels from the sending terminal signal to obtain a
system output signal in which receiving terminal echoes
have been cancelled; and

the filtering control unit is configured to buffer the receiv-
ing terminal signals in M channels, calculate a decorre-
lation matrix according to each of the receiving terminal
signals in M channels that are buffered within a preset
length, decompose the buffered receiving terminal sig-
nals in M channels into decorrelated receiving terminal
signals in M channels by means of the decorrelation
matrix, calculate update amounts of echo filters in the
echo filtering unit according to the decorrelation matrix,
the decorrelated receiving terminal signals in M chan-
nels and the system output signal fed back from the echo
filtering unit, and output the update amounts to the echo
filtering unit.

12. The system of claim 11, wherein

the echo filtering unit comprises one echo filter set and one
subtractor set, the echo filter set consists of M echo
filters, and the subtractor set consists of M subtractors
connected in series;

the filtering control unit comprises M buffers with a preset
length, one decorrelation matrix calculating module,
one signal decorrelation decomposing module and one
filtering controller;

the M echo filters are configured to receive the receiving
terminal signals in M channels in one-to-one correspon-
dence, perform echo filtering on the receiving terminal
signals in M channels, respectively, under the control of
the update amounts outputted by the filtering control
unit to obtain filtered receiving terminal signals in M
channels, and output the filtered receiving terminal sig-
nals in M channels to the M subtractors connected in
series in one-to-one correspondence;

the first subtractor of the M subtractors connected in series
receives the sending terminal signal, subtracts the
received filtered receiving terminal signal from the send-
ing terminal signal and then outputs the resulted signal
to the next stage subtractor; each of the subsequent sub-
tractors subtracts the received filtered receiving terminal
signal from the signal outputted by the previous stage
subtractor and then outputs the resulted signal; and the
output of the last subtractor is the system output signal in
which receiving terminal echoes have been cancelled;

the M buffers with a preset length are configured to buffer
the receiving terminal signals in M channels, respec-
tively, and output the buffered receiving terminal signals
in M channels of the preset length to the decorrelation
matrix calculating module and the signal decorrelation
decomposing module;

the decorrelation matrix calculating module is configured
to calculate the decorrelation matrix according to the
received receiving terminal signals in M channels of the
preset length and output the decorrelation matrix to the
signal decorrelation decomposing module and the filter-
ing controller;

the signal decorrelation decomposing module is config-
ured to decompose the received receiving terminal sig-
nals in M channels of the preset length into decorrelated
receiving terminal signals in M channels according to
the received decorrelation matrix and then output the
decorrelated receiving terminal signals in M channels to
the filtering controller; and

the filtering controller is configured to calculate the update
amounts of the M echo filters according to the received
decorrelation matrix, the decorrelated receiving termi-
nal signals in M channels and the system output signal
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fed back from the M™ subtractor and output the update
amounts to the corresponding echo filters.

13. The system of claim 12, wherein

the signal decorrelation decomposing module is config-
ured to decompose the received receiving terminal sig-
nals in M channels of the preset length into decorrelated
receiving terminal signals in M channels through calcu-
lation of x'=xDe;

wherein De represents the decorrelation matrix received
by the signal decorrelation decomposing module,
X [X; X, ... X, ...X,,] represents the received receiving
terminal signals in M channels of the preset length, and
the M columns of signals in the x' are the final decorre-
lated receiving terminal signals in M channels; and

the filtering controller is configured to calculate the update
amounts of the M echo filters according to the following

formulas:
n—1+1
AR =BT IHIYO  y
! LZD 2(n)
— > xi“(n
Lp a2y

Aly(l) = DeAH, (D)

wherein Ah,(1) represents the update amount of the echo
filter corresponding to the i” channel’s receiving termi-
nal signal, | represents a sequence number of the update
amount of the echo filter, y(n) represents the system
output signal that is fed back, and x,'(n) represents the n”
sample data of the i” channel’s signal of the decorrelated
receiving terminal signals in M channels.
14. The system of claim 11, wherein the echo filtering unit
comprises one sending terminal buffer, one sending terminal
frequency-band decomposing module, S echo filter sets, S
subtractor sets and one frequency-band synthesizing module,
each of the subtractor sets consists of M subtractors con-
nected in series, and each of the echo filter sets comprises M
echo filters;
the sending terminal buffer is configured to buffer the
sending terminal signal, and each time after buffering
the sending terminal signal of a preset length, output the
sending terminal signal of the preset length to the send-
ing terminal frequency-band decomposing module;
the sending terminal frequency-band decomposing mod-
ule is configured to decompose each sending terminal
signal of the preset length from the sending terminal
buffer into sending frequency-division signals within S
frequency bands in a transformation domain and then
output the sending frequency-division signals to the S
subtractor sets, respectively;
both the S echo filter sets and the S subtractor sets are in
one-to-one correspondence to the S frequency bands;

each of the echo filter sets is configured to perform echo
filtering on the received M receiving frequency-division
signals under the control of the corresponding update
amounts outputted by the filtering controller in the fil-
tering control unit and output the M filtered receiving
frequency-division signals to the corresponding subtrac-
tor set;

each of the subtractor sets is configured to receive the

sending frequency-division signal and the M filtered
receiving frequency-division signals within the corre-
sponding frequency band, subtract the M filtered receiv-
ing frequency-division signals sequentially from the
sending frequency-division signal to obtain an echo-
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cancelled sending frequency-division signal, and then
output the echo-cancelled sending frequency-division
signal to the frequency-band synthesizing module and
meanwhile feed the echo-cancelled sending frequency-
division signal back to the filtering controller in the
filtering control unit; and

the frequency-band synthesizing module is configured to

perform frequency-time synthesizing processing on the
echo-cancelled sending frequency-division signals
within the S frequency bands from the S subtractor sets
to obtain the system output signal.

15. The system of claim 14, wherein the filtering control
unit comprises M receiving terminal buffers, M receiving
terminal frequency-band decomposing modules, S decorre-
lation matrix calculating modules and S filtering control mod-
ules, and each of the filtering control modules comprises one
signal decorrelation decomposing module and one filtering
controller, wherein

the M receiving terminal buffers are in one-to-one corre-

spondence to the M receiving terminal signals, and the
M receiving terminal frequency-band decomposing
modules are in one-to-one correspondence to the M
receiving terminal buffers;

each of the receiving terminal buffers is configured to

buffer the corresponding receiving terminal signal, and
each time after buffering the receiving terminal signal of
the preset length, output the receiving terminal signal of
the preset length to the corresponding receiving terminal
frequency-band decomposing module;

each of the receiving terminal frequency-band decompos-

ing modules is configured to decompose each receiving
terminal signal of the preset length from the correspond-
ing receiving terminal buffer into receiving frequency-
division signals within S frequency bands in a transfor-
mation domain and then output the receiving frequency-
division signals to the echo filtering unit, the S
decorrelation matrix calculating modules and the signal
decorrelation decomposing modules of the S filtering
control modules, respectively;

both the S decorrelation matrix calculating modules and

the S filtering control modules are in one-to-one corre-
spondence to the S frequency bands;

each of the decorrelation matrix calculating modules is

configured to calculate the decorrelation matrix accord-
ing to the received M receiving frequency-division sig-
nals and output the decorrelation matrix to the corre-
sponding signal decorrelation decomposing module and
filtering controller;

each of the signal decorrelation decomposing modules is

configured to decompose the received M receiving fre-
quency-division signals into decorrelated receiving fre-
quency-division signals in M channels according to the
received decorrelation matrix and then output the deco-
rrelated receiving frequency-division signals in M chan-
nels to the corresponding filtering controller; and

each of the filtering controllers is configured to calculate

the update amounts of the echo filters in the echo filter-
ing unit according to the received decorrelation matrix,
the decorrelated receiving frequency-division signals in
M channels and the echo-cancelled sending frequency-
division signal fed back from the corresponding subtrac-
tor set and output the update amounts to the echo filter-
ing unit.

16. The system of claim 14, wherein the filtering control
unit comprises M receiving terminal buffers, one decorrela-
tion matrix calculating module, M receiving terminal fre-
quency-band decomposing modules and S filtering control
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modules, and each of the filtering control modules comprises
one signal decorrelation decomposing module and one filter-
ing controller, wherein

the M receiving terminal buffers are in one-to-one corre-
spondence to the M receiving terminal signals, and the
M receiving terminal frequency-band decomposing
modules are in one-to-one correspondence to the M
receiving terminal buffers;

each of the receiving terminal buffers is configured to
buffer the corresponding receiving terminal signal, and
each time after buffering the receiving terminal signal of
the preset length, output the receiving terminal signal of
the preset length to the corresponding receiving terminal
frequency-band decomposing module and the decorre-
lation matrix calculating module;

each of the receiving terminal frequency-band decompos-
ing modules is configured to decompose each receiving
terminal signal of the preset length from the correspond-
ing receiving terminal buffer into receiving frequency-
division signals within S frequency bands in a transfor-
mation domain and then output the receiving frequency-
division signals to the echo filtering unit and the signal
decorrelation decomposing modules of the S filtering
control modules, respectively;

the decorrelation matrix calculating module is configured
to calculate a decorrelation matrix according to the
receiving terminal signals in M channels of the preset
length received each time and output the decorrelation
matrix to the signal decorrelation decomposing modules
of the S filtering control modules and the filtering con-
trollers;

the S filtering control modules are in one-to-one correspon-
dence to the S frequency bands;

each of the signal decorrelation decomposing modules is
configured to decompose the received M receiving fre-
quency-division signals into decorrelated receiving fre-
quency-division signals in M channels according to the
received decorrelation matrix and then output the deco-
rrelated receiving frequency-division signals in M chan-
nels to the corresponding filtering controller; and

each of the filtering controllers is configured to calculate
the update amounts of the echo filters in the echo filter-
ing unit according to the received decorrelation matrix,
the decorrelated receiving frequency-division signals in
M channels and the echo-cancelled sending frequency-
division signal fed back from the corresponding subtrac-
tor set and output the update amounts to the echo filter-
ing unit.

17. The system of claim 12 or claim 16, wherein the deco-
rrelation matrix calculating module is configured to calculate
the decorrelation matrix in the following way according to the
received receiving terminal signals in M channels of the pre-
set length:

performing an (M-1)-step iterative operation, the initial

input of the iterative operation is one signal matrix X'
with L, rows and M columns that is constituted by the
buffered receiving terminal signals in M channels,
wherein

Xoy = X0y X0y - X0y -+ Tyl
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-continued
x;(1)
, x(2)
Xy = Xi = .

xi(Lp)

X, represents the i” channel’s buffered receiving terminal
signal with a length of L, L, represents a data length
buffered within a preset time length, and 1=<i<M;

the decorrelation matrix De, is calculated in the first itera-
tive step:

1 —C12 .. —CLM
1
Del = 0
0 1

wherein the correlation factor is

Lp

Z X0y (X 0y ()

=1 .
Cl'j=@7’1<15M;

;1 [x (0)(”)]2

the calculation result of the first iterative step is
X(1y=X o) De;
x(l)’:[xl(l)’xz(l)’. .. xi(l)’. .. xM(l)']

the decorrelation matrix De, is calculated in the i”* iterative
step:

wherein the correlation factor is:

Lp
Z PN PPN ()]
c‘-,j=”:‘Ll)7,M—12i>1,sz>i;
2 Iy

n=1

the calculation result of the i” iterative step is

Xy =K1y De;
X=X %oy - - - Xy - - - Xagery']> and

through the (M-1)-step iterative operation, the final deco-
rrelation matrix De is obtained by De=II,_,*'De,.

18. The system of claim 16, wherein

the signal decorrelation decomposing module is config-
ured to decompose the received M receiving frequency-
division signals within the frequency band into decorre-
lated receiving frequency-division signals in M channels
through calculation of X'(k)=X(k)De;

wherein De represents the decorrelation matrix received
by the signal decorrelation decomposing module,
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X&) [X k) X,K) ... X&) ... X, &)] represents the
received M receiving frequency-division signals within
the frequency band, and the M signals in the X'(k) are the
decorrelated receiving frequency-division signals in M
channels within the frequency band; and

the filtering controller is configured to calculate the update
amounts of the M echo filters according to the following

formulas:
X! (k)Y (k
AH/ (k) = — (YR iz L2, M
— 3 X! (mod(k + [, Lp))
2LW+11:;L |X/ (mod(k + 1, Lp))*|

w

AH (k) = DeAH](k);

wherein AH,(k) represents the update amount of the echo
filter corresponding to the i” channel’s receiving termi-
nal frequency-division signal within the k” frequency
band, and Y(k) represents the echo-cancelled sending
frequency-division signal within the k” frequency band
that is fed back.

19. The system of claim 15, wherein the decorrelation
matrix calculating module is configured to calculate the deco-
rrelation matrix in the following way according to the
received M receiving frequency-division signals:

for the k™ frequency band with 1<ksS, performing an

(M-1)-step iterative operation, the initial input of the
iterative operation is one signal matrix X ,'(k) with 1
row and M columns, wherein

Koy (R)=[X 10y (0) X0y (R) - - - Koy () - . . Xy (0)]

Koy (=Xl)i=12, ... M

X,(k) represents a receiving frequency-division signal of

the i” channel’s receiving terminal signal within the k*
frequency band;

the decorrelation matrix De, (k) is calculated in the first
iterative step:

1 —cipth) ... —couk)
Dey(k) = 0
0 1

wherein the correlation factor is

L,
> X (modik + L, Lp))?|
t==Ly

cLitk) =7 ,
) ZL X{(O)(mod(k +1, LD))conj(Xj’-(O)(mod(k +1, Lp))

l<j=M,;

L,, represents a specified length and has a value selected

10

15

30

40

45

50

55

from 3 to 10, conj represents a conjugate operation, mod ©°

represents a modular operation, and [, represents a data
length buffered within a preset time length;
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the calculation result of the first iterative step is
X'(l)(k):X'(O)(k)De(l)(k)
KXoy B)=[X 11y (k) Xy (B) - - Xyy () - Xy (B)]

the decorrelation matrix De; (k) is calculated in the i
iterative step:

Iy 0
L =cijrlh) —cim (k)
De;(k) = 1
0
0 1

wherein the correlation factor is

I-L,,

> Xy (modtk +1, Lp))|
==Ly,

ci k) = .

l:;LW Xj(p(mod(k + 1, Lp))conj(X j; (mod(k + 1, Lp)))
l<isM-1,M=z=j>i

the calculation result of the i

X'(i)(k):X'(i—1)(k)De(i)(k)
X(i)'(k)z[Xw)'(k) o' (k) .- Xy (B) - - Xagr) (0],
ani

iterative step is

through the (M-1)-step iterative operation, the final deco-
rrelation matrix De(k) of the k* frequency band is
obtained by De(k):Hile'lDe(i)(k).

20. The system of claim 19, wherein

the signal decorrelation decomposing module is config-
ured to decompose the received M receiving frequency-
division signals within the frequency band into decorre-
lated receiving frequency-division signals in M channels
through calculation of X'(k)=X(k)De (k);

wherein X(k) [X, (k) X,(&) ... X&) ... X, k)] represents
the received M receiving frequency-division signals
within the frequency band, and the M signals in the X'(k)
are the decorrelated receiving frequency-division sig-
nals in M channels within the k” frequency band; and

the filtering controller is configured to calculate the update
amounts of the M echo filters according to the following
formulas:

X/ ()Y (k)
I-L,, )
m[}“w | X/ (mod(k + I, Lp))?|

AH! (k) = Li=L2, ..M

AH; (k) = De(k)AH] (k);

wherein AH,(k) represents the update amount of the echo
filter corresponding to the i channel’s receiving termi-
nal frequency-division signal within the k” frequency
band, and Y(k) represents the echo-cancelled sending
frequency-division signal within the k™ frequency band
that is fed back.



